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Based in Sheffield UK, a city synonymous with quality stainless steel 
manufacturing, Abtech also has sales support and manufacturing  
facilities in Germany, South Korea, Singapore and Houston, USA as well 
as a fully integrated stockist assemblers network.
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• All fixings 316L stainless steel

 
  

 
 

Certification and Coding

Zone 0 20 1 21 2 22
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Terminal Type

BPG6A120 6 x WDU 2.5

BPG6A125 6 X WDU 6

13 x WDU 2.5  
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over ethernet) cameras or small   
instruments where operation in a Zone 1 
hazardous area is required.
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voltage range, offering enhanced flexibility for

 
 
 
 

 

 

Part
No

W
(mm)

H
(mm)

D
(mm)

Max 
No. of 
Ways

Certification and Coding

Zone 1 21 2 22

Ex e • •

Ex s • •

Ex op is • •
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• Link in pairs or multiples
•  

 

 
 

 

 

  

  

The HVJB/ABJB 125 provides a unique solution 
for the termination of offshore umbilical cables or 
onshore distribution sysems. The power   
conductor compartment houses connections up 
to 11kV. A seperate control compartment is used 
for terminating fibre optic or control cables.



 
  

up to 3200 amps in harsh and hazardous locations.
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Part
No

W
(mm)

H
(mm)

D
(mm)

BBB 770-1250 675-1250 770

Certification and Coding

Zone 1 21 2 22

Ex e • •

Ex tb • •

Part
No

W
(mm)

H
(mm)

D
(mm)

No. of 
Ways

Max
Voltage

SSXBB54 510 510 400 3 3.3

SSXBB64 510 780 400 3 + N 5

SSXBB74 650 950 400 3 + N 5

SSXBB84 800 160 400 3+ N 5
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• Up to 3,200 per phase*
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Coding
Ex ib IIB T4 Gb, Ex eb [ib Gb] qb IIB T4 Gb

Coding
Ex nR IIC T* Gc, Ex tc IIIB T100°C Dc

Coding
II 2 GD Ex eb ib qb op is IIB T4
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Zone Coding
1/21 II GD, Ex eb ib op is qb IIB T* Gb, Ex tb IIC T* 0°C Db
2/22 Ex nA IIC T* Gc, Ex tb IIIC T*°C Db, Ex tc IIC T*°C Dc

Zone Coding

1 II 2 G Ex eb mb op is q IIC T4 Gb
21 II 2 D Ex tb op is IIIC T180°C Db

Zone Coding
2/22 Ex II 3 G Ex nR* IIC T4 Gc Gc, ExII 3 D Ex tc IIIC T80°C Dc

The STR1 is an LED road lantern designed for use in 
Zone 2 and 22 hazardous areas. It provides excellent 
horizontal distribution.

The nD8611 is a compact LED designed for use in 
Zone 2 & 22 hazardous areas, predominantly to 
highlight escape routes. The nD8611 can also be 
used as a stand alone bulkhead.



Available Operator, Ammeter and Terminal Types
Common to ABCS and SXCS - ranges available with 1NC/1NO, 2NC or 2NO contacts
Range of operator covers and guards also available. 

Push Button Momentary; single or double push; coloured/marked inserts are         
required

Emergency Stop Push-pull or twist to release; red/yellow mushroom head

Key Release Colour: red

Mushroom Head Momentary; colour: black, green and red

Indicator Lamp Red/green/yellow/blue or white; Ex e and Ex i versions available

Illuminated Push Button Red/green/yellow/blue or white; available with 1NC or 1NO contacts

Selector Switch - Small 
Handle

39mm diameter; 2, 3 or 4 position; self-lock or self-reset; 2 pole contact
configurations and label inserts to suit application

Selector Switch - Large 
Handle

60mm diameter; 2, 3 or 4 position; self-lock or self-reset; 2 pole contact 
configurations and label inserts to suit application

Ammeter
Direct measuring with x2 overload scale (max scale: 0-15A/30A); 1A 
or 5A current transformer with x2 or x5 overload scale (max scale: 
0-600A/3000A)

Voltmeter 0-25V, 0-40V, 0-150V, 0-250V, 0-500V

Buzzer Audible (60Db at 30cm) or flashing buzzer for warning alarm. 10-28V 
AC/DC and 20 - 250V AC/DC




